Trubistill Series

SSWF System

Stainless Steel
Wipe Film
Distillation System
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Heat Precise Continuous Efficient Short
Preservation Feeding Dischagre Evaporation Residence
Model Number Unit HBTD-SSWEF-125 HBTD-SSWF-250 HBTD-SSWF-350 HBTD-SSWF-350
Processing Rate Liter/Hour 3~15 8~30 10~50 30~100

Feed Method -- Continuous feeding and discharging with gear pump, adjustable speed
Build Material - Wetted Stainless Steel 316
Vacuum Level = Up to 10~ mbar
Dimension mm 2000%900*2000 2400*900*2500 2600*900*3200 2800*900*4200
E"“"“ﬁ?ﬂ?‘m mm 125 250 300 350
Evaporation Area m’ 0.1 03 0.5 1
Internal Condenser Area m? 1.5 0.5 1 1.5
External Condenser Area m’ 0.3 0.6 1 2
Cold Trap Style = Dewar Style Dewar Style Dewar Style Dewar Style
Ja“k"md\; m“ L] Liter 15 30 50 50
Dis'i“mm‘:"g Flask | jter 10 30 30 50
s 5:‘;;12”3 Flask ster 10 30 30 50
‘Wiper Style -- Scraper or Roller
Structure Material - Stainless Steel 3161
Blade Material - PTFE
Vacuum Gauge = Pirani Style
Motor Coupling/Vacuum - Mechanical Seal

Seal

Heating Power = All pipelines will be jacket-heated to remain material flowability
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